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PCD Dies with Compax PCD Blanks/ Compaxi}ii J @i £ 4%

ommended Diame

0.0039-0.0157 0.100-0.400 D6 5010 0.4
0.0079-0.0315 0.200-0.800 D12 5015 0.8
0.0197-0.0630 0.500-1.600 D15 5025 16
0.0197-0.0709 0.500-1.800 D15 51235223 18
0.0315-0.0787 0.800-2.000 D18 5035 2.0
0.0315-0.0906 0.800-2.300 D18 51295229 23
0.0472-0.1378 1.200-3.500 D21 52405530 35
0.0591-0.1811 1.500-4.600 D24 52535535 4.6
0.0787-0.2047 2.000-5.200 D24 52255725 5.2
0.1299-0.2283 3.300-5.800 027 52085730 5.8
0.2008-0.2992 5.100-7.600 030 52115735 7.6
0.3150-0.4567 | 8.000-11.600 D30 5913 1.6
0.3150-0.4724_| 8.000-12.000 033 5915 21.0
0.3150-0.4921 | 8.000-12.500 D33 5917 21.5
0.3150-0.5000 | 8.000-12.700 D36 5918 217

*The above hole sizes are recommended for soft wire. In case of hard wire
drawing, the maximum hole size should not exceed 65% of them.
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0.0039-+ 0.100-0.400 WD705 0.5
0.0079-+ 0.200-0.800 D12 wD710 1.0
0.0079-+ 0.200-0.800 D12 WD910 0.8
0.0197- 0.500-1.500 D15 wD715 15
0.0197- 0.500-1.800 D15 wD915 18
0.0315-+ 0.800-2.000 D18 WD720 2.0
0.0315-0.0906 0.800-2.300 D18 WD920 23
0.0472-0.1378 1.200-3.500 D21 wD925 35
0.0591- 1.500-4.600 D24 WD930 4.6 |
0.1299-0. 3.300-5.400 D27 WD940 5.4 |
0.1299- 3.300-5.800 D27 WD945 5.8 |
0.2008-0.2992 5.100-7.600 D30 WD950 7.6 |
0.3150-0.4134 | 8.000-10.500 033 WD960 105 ]
0.3150-0.5000 | 8.000-12.700 D36 | WD970 12.7

The grain sizes F S M C E are available.
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PCD Dies with IWD PCD blanks/ IWD[E 7= #1538 S HL £ 4%

0.0039-0.0157

1WD3210

0.0079-0.0315 D12 1WD3215

0.0079-0.0394. D12 1WD4215 1.0
0.0197-0.0591 D15 1WD5225 15
0.0197-0.0591 0.500-1.500 D15 1WD4223 15
0.0315-0.0787 0.800-2.000 D18 1WD5235 2.0
0.0315-0.0787 000 D18 1WD4229 2.0
0.0472-0.1181 1.200-3.100 D21 1WD7240 31
0.0472-0.1181 1.200-3.100 D21 1WD6838 EET
0.0591-0.1732 1.500-4.400 D24 1WD9553 2.4
0.0591-0.1732 2.000-4.400 D24 IWD6853 44 |
0.1299-0.2126 3.300-5.400 D27 IWD1285 5.4
0.1299-0.2283 3.300-5.800 D27 1WD12987 58
0.2008-0.2992 5.100-7.600 030 1WD12912 7.6
0.3150-0.4331 8.000-11.000 D33 IWD15215 11.0
0.3150-0.4409 8.000-11.200 D30 1WD18213 11.2 |
0.3150-0.4724. 8.000-12.000 033 1WD18215 120
0.3150-0.4921 8.000-12.500 D33 1WD18217 12.5
0.3150-0.5000 8.000-12.700 D36 IWD18218 12.7

#The above hole sizes are recommended for soft wire. In case of hard wire
drawing, the maximum hole size should not exceed 65% of them.





